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1.5m1.5m

Monsoon
shield

Monsoon Shield Installation Diagram

4.3.4 Requirements for Areas with Snowfall and Accumulated Snow

For some areas where it snows frequently in winter, snow prevention measures need to
be taken for the air side heat exchanger of the unit; otherwise, it will affect the heat
exchange effect of the unit seriously (perennial cooling unit), cause instability in unit
operation, be unable to meet the user's requirements, and result in a unit failure in severe
conditions. At the same time, the installation height of the unit needs to be increased
according to the snow amount to facilitate unit maintenance in the area where snow is
easily accumulated. Refer to snow cover and snow foundation installation diagram

1
m

Snow foundation

Snow foundation installation diagram
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4.4 Dimensions
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4.5 Chilled Water Pipeline Connection

Warning: Do not connect the pipe to the unit before rinsing it.

Warning: For the water pipe network including filters and
evaporators, sediment and dirt can cause serious damages to the
heat exchanger and water pipe. The installer/user must ensure the
quality of the chilled water and prevent air from entering the water
system because air will accelerate the oxidization of the steel

components inside the evaporator.

4.5.1 Water System Installation Requirements

The chilled water pipe can be connected after the unit is installed in position. Water pipe
connection should comply with the relevant installation procedures to ensure the
maximum work efficiency. There should be no foreign matter in the pipeline, and all the
chilled water pipes must conform to the local pipeline engineering rules and regulations.
1. The evaporator's maximum flow and pressure drop cannot be exceeded at any time.
2. Before installation, rinse all the chilled water pipes thoroughly, and avoid the inlet and

outlet water pipes of the unit evaporator. Make sure that there is no foreign matter in
the pipes before putting the unit into operation. Do not flush any foreign matter into
the evaporator.

3. The water flow must enter the evaporator through the water inlet. If the water flow
through the evaporator is reversed, the performance of the unit will be adversely
affected.

4. Install a damping device on all the pipelines connected to the unit; a flow control
device meeting requirements must be installed.

6. The water pump installed in the water pipe system needs to be equipped with a
starter. The water pump directly pumps water into the evaporator of water system.

8. Pipes and pipe joints must be supported independently and cannot be supported on
the unit.

9. Check valves must be installed at the inlet and outlet of the evaporator to facilitate
routine maintenance of the water system. The connected pipes and pipe joints can be
easily removed to facilitate operation and cleaning, and make it easy to check the
evaporator interface tube.

10. Install a filter above 60 meshes on the evaporator, as close as possible to the inlet
water interface.

11. Be sure to install the evaporator bypass and bypass valve to minimize the impact
resistance of the pipeline. Meanwhile, the evaporator waterway can be cut off without
affecting other units in the maintenance period.
Flexible joints should be used to connect the evaporator and the field pipeline to
reduce vibration propagation of the building.

12. To facilitate maintenance, install a thermometer or pressure gauge on the water inlet
and outlet pipes. The unit is not equipped with pressure and temperature instruments,
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which should be purchased by the user.
13. A drainage interface should be set at all the low positions of the water system so that

the water can be completely discharged from the evaporator and the water system; a
discharge valve should be set at all the high positions to eliminate air from the
pipeline. The discharge valve and drainage outlet are not insulated to facilitate
maintenance.

14. All the components that may be condensed or frozen in the water system should be
insulated, including the water pipe and clamp of the evaporator.

15. The outdoor chilled water pipeline should be wrapped with an auxiliary heating belt
which is energized to give heat when necessary and should be insulated to prevent
the pipeline from freezing and cracking in a low temperature environment. The power
of the heating belt should be equipped with a independent fuse.

16. If the ambient temperature is lower than 0°C, when the unit is stopped, drain the
water from the evaporator of the unit, preventing the unit from being frozen, or take
other measures to ensure that the water temperature inside the unit does not fall
below 0°C.

17. For the units connected for operation, install the mixed water temperature sensor on
the public outlet water pipe of the unit.

4.5.2 Inter-module Combination Requirements

1. When different modules are combined, the heat pump unit cannot be combined with
the cooling-only unit.

2. The installation distance between modules should meet the requirements of the unit
installation space diagram, and the length of communication line between two units
cannot be greater than 50 m.

3. When multiple modular units share the same water system, the water pipe of the unit
should be connected according to the water system diagram when multiple unit
modules are combined for parallel use, avoiding serious imbalance of the water flow
of the unit.

4. During installation, set the unit close to the main return water pipe of the water system
to main module. The return water temperature probe of the main module is placed in
the temperature sensing blind pipe for the main return water pipe of the unit. See the
installation diagram of the main return water temperature sensor.

4.1) The user must reserve a temperature sensing blind pipe interface (with a Φ18 hole)
on the main return water pipe of the unit, which is used to install the main return water
temperature sensor. The temperature sensing blind pipe is welded on the interface
reserved by the user.

4.2) The installation position of the main return water temperature sensor is less than 15
m from the electric control box of the main module.

4.3) Before installing the main return water temperature sensor, fill the blind pipe with
thermal conductive silica gel, insert the return water temperature sensor into the blind
pipe bottom, and use a nylon cable waterproof connector to lock the connecting wire.
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Installation diagram of the main return water temperature sensor

4.5.3 Recommended Water System Diagram
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4.5.4 Component Selection of Water System

1. Check valve: selected based on the pipe diameter; usually the selected valve
diameter should be consistent with the unit connecting pipe.

2. Filter: used to filter the impurities in the system; usually 60 mesh filter or above is
selected.

3. Stop valve: installed at the water outlet of the pump to avoid damages to the pump
when water flows back; the diameter of the valve pipe should be consistent with the
unit connecting pipe.

4. Bypass valve: installed between the inlet pipe and outlet pipe of the vessel; needs to
be opened when cleaning pipelines.

5. Thermometer: It is used to facilitate overhauling and maintenance and observe the
operating status of the unit. Usually the range of 0 to 100°C is selected.

6. Pump: selected based on the unit water flow parameter:
Pump output = L*1.1 (L - unit water flow), and the pump lift can be calculated based
on the following formula:
Pump lift = {Water resistance of unit + The most unfavorable pipe length* (2％ to 5％)
+ Air side water resistance of the most unfavorable path}*1.1

7. Automatic air discharge valve: used to discharge air in the water system and ensure
normal performance of the unit. It should be installed at the highest position of the
system.

8. Expansion water tank: used to accommodate the excess water, stabilize the water
pressure of the system, and add water to the system. Generally, it is installed on the
water return pipe, higher than the pipeline in the system, so as to ensure the normal
performance of the unit. The capacity can be calculated based on the following
formula:
V (capacity of the expansion water tank) = (0.03 ~ 0.034)Vc
Vc - water capacity of the system

9. Energy saving tank: it is recommended to install an energy saving tank in the water
system to adjust energy to reduce the load changes of the air-conditioning system
when the compressor opens and stops frequently, so as to improve the system
efficiency and extend the service life of the unit. The capacity can be calculated
based on the following formula:
Energy storage tank volume V (m3) = (Q/27.9n) - VS

Q — Cooling capacity (kW)
n - Number of compressors
VS — Water capacity in the pipeline of the chilled water system and in the heat
exchanger m3

Caution
The tested pressure value of the pipeline pressure test is greater than 1.25 times the
operating pressure, but not less than 0.6 MPa. When the pressure is maintained for 5
minutes, the pressure drop is not greater than 0.02 MPa. The system is qualified when
leakage is not detected.
Water pressure test should not be carried out at temperature of below 5°C, and if the
pressure test with a pressure gauge is qualified, the accuracy is not less than level 1.5,
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and the full scale value is 1.5 to 2 times the maximum measured pressure.
To do the pressure test, water should be added from the lower position of the system
steadily and evenly, and air should be discharged at the higher position; when it reaches
the required pressure, stop the pump and check the system. Do not do repairs when
pressure is still exerted.
If the pressure test is passed, keep washing the pipelines (be careful not to through the
equipment) until the drainage does not contain impurities such as sand and iron flings,
and it is qualified if the water is not muddy.

4.5.5 Water Quality Requirements

Dirt, fouling, grease and some forms of water treatment will adversely affect the heat
exchange effect of evaporator and unit performance. The foreign substance in frozen
water will increase the water pressure drop of the evaporator, reduce the water flow, and
cause mechanical damages to the evaporator tube bundle. Alkaline water is not
recommended in the chilled water system. Air in water will shorten the service life of the
heat exchanger. TICA advises consulting water treatment experts to determine the water
quality that does not affect the performance of the heat exchanger. The PH value of the
water passing through the evaporator must be in the range of 6.5 to 8.0. For the specific
requirements for water quality, see the table below.

Item Unit
Air conditioning water requirements

Allowable value

Suspended substance mg/L < 10

pH value (25°C) mg/L 6.5-8.0

Conductivity (25°C) μS/L < 800

Methyl orange alkalinity mg/L < 150

Acid consumption (PH=4.8) mg/L < 100

Total hardness CaCO3 mg/L < 200

Fe2+ mg/L < 1.0

CI- mg/L < 200

SO42- mg/L < 200

SiO2 mg/L < 50

NH+ mg/L < 1.0

S2- mg/L Not Detected

Free chlorine mg/L < 1.0

Petroleum category mg/L < 5

Warning: TICA shall not be held responsible for corrosion,
erosion or performance degradation of the unit arising from
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water not treated or improper treatment.

4.6 Electrical Installation Requirements and Wiring Diagram

4.6.1 Electrical Installation Requirements

(1) The specifications of general power line must meet national regulations. To prevent
dust entering into distribution box, a dust-proof shield or wire casing must be provided at
the entry point of general power line after wiring work is done. The following figure shows
the wiring method of the general power line:
A)Single compressor

B) Double compressor (The electrical equipment of two compressors is placed in a single
cabinet)
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C) Double compressor (The electrical equipment of the two compressors is placed in their
respective corresponding cabinets.)

(2) Unit cable selection standard

Model Recommended power
cord

Number of power
cable sets

Note: The unit
power cord must
be a copper core
cable; in a
high-temperature
region, take the
temperature
de-rating of the
breaker into
consideration.
Select a breaker
with greater
capacity.

TASF095.1AA/LC1T1 3*120mm2+2*70mm2 1

TASF120.1AA/LC1T1 3*150mm2+2*70mm2 1

TASF140.1AA/LC1T1 3*185mm2+2*95mm2 1

TASF155.1AA/LC1T1 3*240mm2+2*120mm2 1

TASF180.1AA/LC1T1 3*240mm2+2*120mm2 1

TASF205.1AA/LC1T1 3*300mm2+2*150mm2 1

TASF225.1AA/LC1T1 3*150mm2+2*70mm2 2

TASF240.1AA/LC1T1 3*300mm2+2*150mm2 1

TASF095.1AA/LC1T3 3*150mm2+2*70mm2 1

TASF120.1AA/LC1T3 3*240mm2+2*120mm2 1

TASF140.1AA/LC1T3 3*300mm2+2*150mm2 1
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TASF155.1AA/LC1T3 3*120mm2+2*70mm2 2

TASF180.1AA/LC1T3 3*150mm2+2*70mm2 2

TASF205.1AA/LC1T3 3*150mm2+2*70mm2 2

TASF225.1AA/LC1T3 3*185mm2+2*95mm2 2

TASF140.2AA/LC1T1 3*120mm2+2*70mm2 2

TASF160.2AA/LC1T1 3*120mm2+2*70mm2 2

TASF180.2AA/LC1T1 3*150mm2+2*70mm2 2

TASF205.2AA/LC1T1 3*150mm2+2*70mm2 2

TASF240.2AA/LC1T1 3*150mm2+2*70mm2 2

TASF255.2AA/LC1T1 3*185mm2+2*95mm2 2

TASF280.2AA/LC1T1 3*185mm2+2*95mm2 2

TASF310.2AA/LC1T1 3*240mm2+2*120mm2 2

TASF340.2AA/LC1T1 3*240mm2+2*120mm2 2

TASF360.2AA/LC1T1 3*240mm2+2*120mm2 2

TASF375.2AA/LC1T1 3*300mm2+2*150mm2 2

TASF410.2AA/LC1T1 3*300mm2+2*150mm2 2

TASF445.2AA/LC1T1 3*150mm2+2*70mm2 4

TASF475.2AA/LC1T1 3*300mm2+2*150mm2 2

TASF140.2AA/LC1T3 3*150mm2+2*70mm2 2

TASF160.2AA/LC1T3 3*150mm2+2*70mm2 2

TASF180.2AA/LC1T3 3*185mm2+2*95mm2 2

TASF205.2AA/LC1T3 3*185mm2+2*95mm2 2

TASF240.2AA/LC1T3 3*240mm2+2*120mm2 2

TASF255.2AA/LC1T3 3*300mm2+2*150mm2 2

TASF280.2AA/LC1T3 3*300mm2+2*150mm2 2

TASF310.2AA/LC1T3 3*120mm2+2*70mm2 4

TASF340.2AA/LC1T3 3*150mm2+2*70mm2 4

Note: The unit
power cord must
be a copper core
cable; in a
high-temperature
region, take the
temperature
de-rating of the
breaker into
consideration.
Select a breaker
with greater
capacity.

TASF360.2AA/LC1T3 3*150mm2+2*70mm2 4

TASF375.2AA/LC1T3 3*150mm2+2*70mm2 4

TASF410.2AA/LC1T3 3*150mm2+2*70mm2 4

TASF445.2AA/LC1T3 3*185mm2+2*95mm2 4

TASF100.1FAC1T1 3*120mm2+2*70mm2 1

TASF120.1FAC1T1 3*120mm2+2*70mm2 1

TASF145.1FAC1T1 3*150mm2+2*70mm2 1

TASF165.1FAC1T1 3*185mm2+2*95mm2 1

TASF190.1FAC1T1 3*185mm2+2*95mm2 1

TASF215.1FAC1T1 3*240mm2+2*120mm2 1

TASF245.1FAC1T1 3*300mm2+2*150mm2 1

TASF265.1FAC1T1 3*120mm2+2*70mm2 2
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TASF285.1FAC1T1 3*120mm2+2*70mm2 2

TASF150.2FAC1T1 3*95mm2+2*50mm2 2

TASF165.2FAC1T1 3*95mm2+2*50mm2 2

TASF200.2FAC1T1 3*120mm2+2*70mm2 2

TASF225.2FAC1T1 3*120mm2+2*70mm2 2

TASF240.2FAC1T1 3*120mm2+2*70mm2 2

TASF260.2FAC1T1 3*150mm2+2*70mm2 2

TASF290.2FAC1T1 3*150mm2+2*70mm2 2

TASF300.2FAC1T1 3*185mm2+2*95mm2 2

TASF330.2FAC1T1 3*185mm2+2*95mm2 2

TASF345.2FAC1T1 3*185mm2+2*95mm2 2

TASF380.2FAC1T1 3*185mm2+2*95mm2 2

TASF395.2FAC1T1 3*240mm2+2*120mm2 2

TASF430.2FAC1T1 3*240mm2+2*120mm2 2

TASF445.2FAC1T1 3*300mm2+2*150mm2 2

TASF485.2FAC1T1 3*300mm2+2*150mm2 2

Notes:
1. The above recommendation applies for standard units (BV, BVR, RV cables). If the

customer orders a non-standard unit, please contact TICA.
2. The recommended specification of the power cord is the copper core cable which is

the single-core PVC insulated cable with heat resistance to 70°C as used in free air at
the ambient temperature of 30°C (refer to IEC_60364-5-523). At least one cable
diameter gap is guaranteed horizontally during routing. If the actual installation
conditions on site have changed, select a proper model based on the layout
conditions by referring to the conducting wire specifications provided by the wire
manufacturer. The selection of power wires is closely related to the local climate, soil
characteristics, cable length and layout mode. Such unit engineering projects are
often designed by design institutes and the selection of power wires is subject to the
design of the design institutes.

3. Wiring of non-fuse air switch:
In order to avoid damage to electrical equipment such as transformer, distribution
cables and so on in the case of a short circuit, and to control the compressor
independently, each group of power lines of the unit needs to be equipped with
non-fuse air switches of appropriate capacity. Note: Each group of power lines must
be equipped with independent non-fuse air switches.

4. Unit control wiring requirements: The water pump interlock point reserved by the unit
needs to be connected to the control power supply of the water pump.

5. Precautions for installation of distribution lines:
External distribution lines must be installed by professional electricians. Pay attention
to the followings:
a) The power supply voltage must be stable during the operation of the unit. All

voltage drop factors should be taken into consideration. The operating voltage of
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the unit must remain stable within ± 10% of the rated value. Voltage fluctuations
will adversely affect the unit.

b) The voltage difference between the phases must not exceed 2% of the rated
value and the difference between the maximum and minimum phase current is
less than 3% of the rated value to avoid overheating of the compressor.

c) The power frequency should remain within ± 2% of the rated value.
d) The minimum starting voltage of the unit should stay above 90% of the rated

value.
e) If the power cable is too long, the compressor cannot be started. Therefore, the

length of the power cable must ensure that the voltage drop from the end of the
power cable and tail of the power cable is less than 2% of the rated value. If the
length cannot be shortened, a thicker power cable should be used.

f) The cables between the power supply and unit should be connected in
accordance with the electrical regulations and standards and must be properly
insulated. After the connection of the unit, the insulation between the electrical
accessory terminal and the unit should be measured by a 500 V megger. The
insulation resistance should be at least 5 MΩ.

g) In order to protect the personal safety, according to the electrical regulations, the
unit shell must be equipped with reliable grounding devices to prevent an electric
shock.

h) The operating current and input power shown on the unit nameplate are the test
values under standard operating conditions. As the actual load and ambient
temperature of the system are different, the power supply, transformer, no-fuse
switches and distribution capacity should be selected according to the actual
operating conditions.

i) The electromagnetic switch used for the water circulating pump must be linked to
the operation circuit of the unit. The above-mentioned electromagnetic switches
are assembled by the on-site contractor. They are not attached to the unit
distribution box.

j) If the customer chooses the network control method, the communication cable
between the units must be a shielded twisted pair cable with a minimum diameter
of 0.75 mm2.
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4.6.2 Electrical Wiring Diagram

1) Single compressor and double compressor (the electrical equipment of two
compressors is placed in a single cabinet)
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5 Test Run

Warning:
To ensure validity of the warranty period, only the technical personnel of the
manufacturer or the authorized technical personnel can complete the work
when the equipment is debugged or used for the first time.
TICA shall not bear any responsibilities for harms or damages caused to the
unit due to the failure of observing the steps or instructions provided in this
manual.

5.1 Check Before Test Run

5.1.1 Waterway part

1. Flush the water pipes to keep all the water system pipelines clean, and confirm that
the waterway connection is proper and the water flow direction is correct.

2. Check whether the water inlet and outlet pipes of the above heat exchanger are
connected well.

3. Open all the water valves.
4. Start the water pump.
5. Check all the water pipes and joins for leakage.
6. Discharge air from the waterway, and keep the waterway clean and free of rust stain.
7. Check the water side resistance loss of the evaporator and condenser and check if

the water flow is correct.
8. Check whether the inlet and outlet water temperatures of the electric control cabinet

are consistent with the temperature of the water thermometer, and make sure that the
main return water temperature probe is connected correctly.

5.1.2 Circuit Part

1. Disconnect the main isolating switch and check all the starting circuits and control
circuits of the control cabinet.

2. Check if the local power supply voltage and frequency are consistent with the values
on the nameplate for the unit. The voltage fluctuation range cannot exceed ±10% of
the rated voltage indicated on the unit nameplate, the phase voltage unbalance
cannot exceed 2%, and the phase sequence of the power supply is consistent with
the indicated value.

3. Check if there is enough power supply capacity to meet the startup and full load
operation conditions of the unit.

4. Check if the unit is connected to the ground and if the grounding is firm.
5. Confirm that the wire and fuse specifications match operation of the unit, and

complete all the interlocking control lines according to the relevant drawings.
6. Make sure that all the air conditioning accessories and control devices operate

properly.
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5.1.3 Unit part

1. Check whether the unit pressure is normal.
2. Check whether the unit oil level is normal.
3. Check whether all ball valves and angle valves are fully open and whether the unit

has a fluorine leakage sound.
4. Check whether all safety control devices are in the original state and whether their

settings are correct.
5. Check whether the coil winding of the compressor is normal (phase resistance,

inter-phase resistance, relative ground resistance).
6. Power on the unit and check whether the star-triangle conversion is normal (check

whether the voltage between any two of the three contacts is 380V) (the compressor
is powered off).

7. Check if there is any phase loss (the voltage between each phase and the ground
should be 220V).

8. Check through the control panel whether the on-site settings are set correctly as
required.

9. Check whether the expansion valve can be opened and closed properly (listen to the
rotation sound of the stepper motor of the electronic expansion valve).

10. Check if the solenoid valve works properly.
11. Check whether the compressor oil heater is normal and heated for 8 hours.

5.1.4 Safety Device Part

The unit is equipped with safety protection devices to ensure safe operation. When a
safety device operates, the fault indicator is turned on, this part of the function will stop,
and the other parts are still normal. It is recommended that even if there is a part of
abnormalities, you should also stop to check for the reasons, so as to avoid more serious
accidents for the unit. For the specific safety devices on the unit, see the following table:

Safety devices Cause of Action

High pressure protection

1. The fluorine system valve is not open

2. Excessive refrigerant is charged

3. Fin coil tube is blocked, air flow short circuit,
heat exchanger fouls

4. Non-condensable gas exists in the system

Anti-freezing protection
1. Chilled water temperature is too low

2. Set temperature is too low

Discharge temperature protection

1. Less refrigerant due to leakage of the unit

2. Solenoid valve closed due to a fault

3. Improper adjustment of the suction superheat
degree

Motor overheat protection (compressor Same with high pressure protection
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motor protection)

Low pressure protection

1. The liquid supply solenoid valve fails or the
dry filter is blocked

2. The expansion valve is improperly adjusted

3. Insufficient chilled water flow or leakage of
refrigerant

4. Evaporator scaling

Phase inverter protector Power wiring is wrong

Over-current protection
Operating current of compressor exceeds the
setting

Safety valve
The pressure of working medium system is
exceeded

5.2 Test Run

1. Connect the fluorine system pressure gauge to the suction and discharge needle
valves of the unit, place the temperature probe, and start a compressor. Observe
whether the star-delta start conversion of the compressor is normal, and check the
voltage at the bottom wiring of each contactor.

2. Check the current of the compressor.
3. Check whether the direction of the fan is correct, whether the fan runs normally and

detect the running current.
4. Check whether the oil level is normal and whether the energy regulating solenoid

valve of the compressor works correctly. (Use a non-magnetic blade to check the
valve.)

5. Run the compressor for at least 20 minutes. Check and monitor all parameters,
observe the suction and discharge pressure of the unit.

6. Check the discharge temperature of the discharge pipe to make sure that the oil
separator works properly. Observe the flow of refrigerant from the sight glass on the
liquid supply pipe.

7. Observe whether the opening degree of the electronic expansion valve is within the
proper range.

8. Check whether the discharge superheat degree and condensing super-cooling
degree of the unit are normal after the unit enter the working condition.

9. When the discharge temperature is high, check whether the solenoid valve and
expansion valve on the nozzle work. (Use a non-magnetic blade to check whether the
solenoid valve is working.)

10. Stop the unit and check whether the compressor oil level is normal.
11. In order to keep the unit running, adequate air conditioning load is required. Therefore,

all the air side devices should be turned on.
12. After the work is finished, check and tighten all the valve caps, clean the unit and

clean all the fluorine system connectors.
13. After all the above items are normal, start air conditioning accessories and chilled
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water pump.
14. The unit can be turned on after it is reconnected to the main power supply. See the

following table for the inspection items:
Check
item

Item Check Method Control Requirements

Routine

Discharge pressure
Check high pressure display
value (air discharge)

R134a: 6.5-16Bar

Difference of discharge pressure
between operation compressors

Check high pressure display
value (air discharge)

≤1Bar

Suction pressure
Check the low pressure
display value (air suction)

R134a: 1.6-6.4 bar

Difference of suction pressure
between operation compressors

Check the low pressure
display value (air suction)

≤0.5Bar

Power supply Check with voltmeter
Voltage should not exceed
±10% of the rated voltage

Hot water outlet temperature Thermometer
See recommended

operating range table

Chilled water outlet temperature Thermometer
See recommended

operating range table

Vibration and noise Listen and feel
No abnormal vibration and

noise

Ambient temperature Thermometer
See recommended

operating range table

Quarterly

1 Refrigerant injection amount and
refrigerant water content

Check the sight glass on the
refrigerant liquid pipeline

No bubbles, test paper
shows blue

2 Lubricant injection amount Check the oil level sight glass The oil level is above 3/4
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5.3 Test Run Record

In order to maintain the optimum operation of the unit, please record the state of the unit in
the following table.

Test Run Record Form

No. Check item Unit Data recording

1 Ambient temperature °C

2
Water inlet

temperature
°C

3
Water outlet
temperature

°C

4 Discharge pressure Bar

5 Suction pressure Bar

6
Discharge

temperature
°C

7 Suction temperature °C

8
Three-phase power

voltage

V

V

V

9
Compressor

three-phase current

A

A

A

10
Fan three-phase

current

A

A

A

11 Oil level

12
Any abnormal

vibration or noise

13
Any sound of

refrigerant leakage

14
Color of the

compressor oil
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6 Unit Operation and Controller Operation Guidance
6.1 Check Before Use
1. Confirm whether the compressor refrigerant oil has been heated for enough time.

After the unit is powered off, it must be pre-heated for 24 hours before it can be
powered on again for the first time. In other cases, it should be pre-heated for 4 to 8
hours and the oil temperature should be above 23°C (The heating time of the
compressor refrigerant oil depends on the ambient temperature. The lower the
ambient temperature, the longer the heating time);

2. Check whether the water flow meets requirements;
3. Check whether the control switches and components on the distribution cabinet are

normal;
4. Check the power and voltage;
5. Check whether the pressure displayed on the unit controller is normal. Under normal

condition, the outdoor ambient temperature is 25°C to 38°C, and the high/low
pressure is 3.8 to 5.9Bar (absolute pressure);

6. Check whether the two SW1 DIP switches of the last controller of the unit are
switched to ON.

6.2 Unit Startup Sequence
1. Start the circulating water pump;
2. Start the compressor;
3. Start the fan (in the refrigeration mode, the fan is opened according to the

compressor discharge pressure; in the heating mode, the fan is fully opened).

6.3 Unit Stopping Sequence
1. Stop the compressor;
2. Stop the fan;
3. Stop the circulating water pump.

6.4 Controller Operation Instructions
Cut off all the power supply before turning on the cabinet. In addition to the touch screen,
the electric cabinet provides the white, green, red three LED indicators and an emergency
stop button. The white LED indicator is the power indicator. When the electric cabinet is
powered on, it is on; the green LED indicator is the running indicator. When the unit enters
the automatic running state, it is on; the red LED indicator is the fault indicator. When the
unit is faulty, it is on. In case of emergency, press the emergency stop button.
A touch screen is provided by our company as the control operation device. The operation
method is shown as follows (take the single compressor cooling-only unit as an example,
and the dual-compressor unit is also operated as follows):
After the unit is powered on, the touch screen will show the welcome screen, as shown in
the following figure. Select the display language. This operation manual takes Chinese as
an example. The content of English interface is the same except the language;
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Tap any place on the Welcome page to enter State page, as shown in the following figure.
This page displays the unit's key parameters. It also displays the current operation status
of the unit Start/Stop, operation mode Cool and Alarm Info. In addition, you can also

power on/off the unit. Tap the button to return to the Welcome page and tap the
button to enter the Control System page on which all key parameters of the compressor
can be queried, as shown in the following figure:

After tapping the Shell-Tube button, you can enter the Shell-Tube page by default. Key
parameters of the water-side heat exchanger can be queried on this page, as shown in
the following figure:
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After tapping the Thin-Tube button, you can enter the Thin-Tube page by default. Key
parameters of the air-side heat exchanger can be queried on this page, as shown in the
following figure:

After tapping EXV button, you can enter EXV page by default. Key parameters of the
electronic expansion valve can be queried on this page, as shown in the following figure:
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After tapping Alarm Info. button, you can enter Alarm Info. page by default. The current
alarm status can be queried and the fault can be reset on this page, as shown in the
following figure:

After tapping the button on the State page, you can enter Control System page by
default. This page includes six functions: [User Operations], [Service Operations],
[Engineer Operations], [PARMs Adjust], [Current Alarms], [History Alarms]. Except
for [Current Alarms] function, the other five functions can only be accessed by selecting
the user level and inputting the corresponding password.
Tap Current Alarms to display the same page as above.
When the user needs to select the [User Operations] function, the user needs to first tap
the User Operations button in the lower left corner, select User Operations, tap the blue
input box next to it to pop up the keyboard, and enter the corresponding password on the
keyboard to enter the User Operations page.
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The User Operations page is shown in the following figure. The customer can switch
modes on this page and tap the Cool button to select the Cool mode. The target
temperature values in the cooling and heating mode can be set. Comp Disable/Enable
can be set. Tap the Time Settings button to set the timed start/stop clock.

The page of Time Settings 1 is as shown in the figure below. You can set three groups of
timed start/stop time points, and you can also specify any number of days from Monday to
Sunday. Tap the Disable/Enable button to disable/enable the start/stop action at this time.
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The page of Time Settings 2 is shown in the figure below. You can designate a certain
time on a specific day of the month of the year to automatically start/stop the unit. Tap the
Start Disable/Enable button to disable/enable the start action at this time. Tap the Stop
Disable/Enable button to disable/enable the stop action at this time.

Warning
When any alarm occurs, please confirm the fault cause and clear the fault,
instead of simply tapping the Reset button. Otherwise, starting the unit and
triggering the fault repeatedly will damage the unit.

6.5 Unit Operation Precautions
Warning: In order to prevent casualties due to contact with running or
live parts, the main power supply must be disconnected before
maintenance check and an obvious stop sign must be placed at the
switch position.
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1. Before starting the unit for the first time, it is necessary to energize it for more than 24
hours to prevent frothing of the refrigerant oil. If the ambient temperature is low, the
pre-heating time should be prolonged. When the temperature is low, the oil becomes
sticky, hindering the startup and loading of the compressor. The heating time should
be prolonged at low ambient temperature. Generally, when the system is shut down,
the oil heater is automatically powered on and gives heated continuously. Therefore,
do not cut off the power supply unless the unit is not to be used for a long time.

2. It is forbidden to mix refrigeration oil of different brands. Check the brand and
specification of the refrigeration oil before filling in it. If you need to replace the
refrigeration oil, clean up remaining refrigeration oil in the compressor and system
before you can add new oil and replace the dryer filter. The blending of some
synthetic oil with mineral oil may result in qualitative change. Therefore, after new oil
is filled in, it is necessary to change new refrigerant oil again after some time of
operation to remove all the remaining refrigerant oil.

3. When the compressor is started and an accident happens, tap the Emergency Stop
button to stop the unit.

4. The parameters of the electronic expansion valve controller must not be adjusted
without the permission of TICA's after-sales personnel. Otherwise, the unit may fail to
work properly;

5. If the safety valve on the unit is opened, make sure that the ambient environment is
well ventilated. Freon leak can generate harmful phosgene when it is exposed to fire.
Therefore, open flames are strictly prohibited around the unit.

6.6 Unit Anti-freezing Precautions
1. The air-cooled unit is usually placed outdoors, and there is a risk of freezing pipe of

the container when the ambient temperature is low. Therefore, when the outdoor
ambient temperature drops below 0°C and the unit is powered off and not used
for a long time, the drain plug and the discharge plug on shell covers of both
sides of the evaporator must be opened (the specific position is shown in the
figure below) to drain the water in the water system and the evaporator of the
unit to prevent the evaporator heat exchange pipe from being damaged by freezing.
After the water is drained, screw on the drain plug and the discharge plug;

2. The chilled water pump at the customer side must be interlocked with the unit
(the control system of the unit is reserved with the pump interlock control dry
contact). When the ambient temperature of the unit is low in winter and the unit
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is idle for a short period of time, the unit and the water pump must be in
power-on state, and the unit will carry out anti-freezing protection according to
the outdoor ambient temperature and the intelligent water temperature to
prevent the evaporator heat exchange pipe from being damaged by freezing;

3. It is recommended that the outdoor chilled water pipeline should be wrapped with an
auxiliary heating belt which is energized to give heat when necessary and should be
insulated to prevent the pipeline from freezing and cracking in a low temperature
environment;

Warning: TICA shall not bear any responsibilities for cracks due to
freezing or damages on the evaporator heat exchange pipe caused to
the unit due to the failure of observing the steps or instructions
provided in this manual.
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7 Troubleshooting

Fault Content Cause and solution

Power supply fault

Check the setting of the power protection value of the phase
sequence protector, which should be consistent with the factory

setting.

Measure the power quality actually used by the customer.

Check whether the wiring of the unit power supply is correct as shown
in the wiring diagram.

Compressor
over-current

Check whether the compressor current exceeds the factory setting
(the factory setting cannot be changed).

After the condition of power-on is met, power on again to check
whether the compressor current exceeds the maximum allowable

operating current.

Check whether the current operating condition of the unit exceeds the
allowable limit.

Compressor
built-in protection

Check whether the three-phase power supply of the compressor is
normal (including phase sequence, voltage, phase deficiency,
three-phase voltage imbalance rate) and within the set range.

Check whether the wiring of the built-in protection modules is correct
as shown in the wiring diagram.

This may be caused by the high compressor discharge temperature or
motor winding temperature due to other reasons.

Oil level alarm

Check the compressor's oil level from the oil sight glass of the
compressor.

Confirm that the wiring of the oil level switch is correct as shown in the
wiring diagram.

Check whether the oil level switch is damaged.

Fan motor
overheat

Check the setting of the fan overload protection, which should be
consistent with the factory setting.

Check whether the fin heat exchanger is plugged by dirt, and whether
the fan motor or blade is blocked.

Check whether the current operating condition of the unit exceeds the
allowable limit.

Wrong rotation
direction of
compressor

Check whether the phase sequence is correct.

Check if the suction pressure is greater than discharge pressure.

Pressure
difference not

Check whether the chilled water temperature is too high during
refrigeration.
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established Check whether the air-conditioner water temperature is too low during
heating.

Compressor start
failure

Check whether the Y-△ conversion is normal.

Disconnection
protection

Check whether the system water pump is running and whether the
water flow meets the system requirements.

Check whether the installation direction of the flow switch is correct
and whether the set value of the flow switch is correct.

Make sure that the flow switch is connected correctly as shown in the
diagram.

Insufficient water
flow protection

Check whether the system water pump is running and whether the
water flow meets the system requirements.

Check whether the installation direction of the flow switch is correct
and whether the set value of the flow switch is correct.

Make sure that the flow switch is connected correctly as shown in the
diagram.

Excessive
temperature
difference
protection

Check whether the water flow meets the system requirements.

Check whether the water valve is opened fully.

Freezing
protection

Check whether the system outlet water temperature is lower than 2°C.

If the system outlet water temperature is not lower than 2°C, check
whether the system outlet water temperature before the system stops

is lower than 2°C.

Check whether the wiring of anti-freezing switch is correct as shown in
the wiring diagram.

High discharge
pressure

Check whether the high pressure value exceeds the set threshold
when the high pressure protection is triggered.

Check whether the wiring of high pressure switch is correct as shown
in the wiring diagram.

Low cooling
suction pressure

Check whether the low pressure value is lower than the set threshold
when the low pressure protection is triggered.

High discharge
temperature

Check whether the current operating condition of the unit exceeds the
allowable limit.

Check whether the oil-cooled solenoid valve is normal.

Check whether the liquid injection valve works normally.

Check whether all the valves are open, and whether the pipeline is
blocked.

Check the compressor's oil level from the oil sight glass of the



59

compressor.

Check whether the electronic expansion valve works normally.

Check whether the refrigerant leaks.

Suction pressure
sensor fault

Check whether the pressure sensor is shorted or damaged.

Check whether the pressure value is less than 0.

Discharge
pressure sensor

fault

Check whether the pressure sensor is shorted or damaged.

Check whether the pressure value is less than 0.

Water outlet
temperature

sensor
disconnected

Check whether the temperature sensor is properly connected or
damaged.

Water outlet
temperature not

displayed or
displaying 0

Check whether the temperature sensor is shorted or damaged.

Return water
temperature

sensor
disconnected

Check whether the temperature sensor is properly connected or
damaged.

Return water
temperature not

displayed or
displaying 0

Check whether the temperature sensor is shorted or damaged.

Fault Content Cause and solution

Fin temperature
sensor

disconnected

Check whether the temperature sensor is properly connected or
damaged.

Fin temperature
not displayed or

displaying 0
Check whether the temperature sensor is shorted or damaged.

Ambient
temperature

sensor
disconnected

Check whether the temperature sensor is properly connected or
damaged.

Ambient
temperature not

displayed or
displaying 0

Check whether the temperature sensor is shorted or damaged.

Discharge Check whether the temperature sensor is properly connected or
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temperature
sensor

disconnected

damaged.

Discharge
temperature not

displayed or
displaying 0

Check whether the temperature sensor is shorted or damaged.

Suction
temperature

sensor
disconnected

Check whether the temperature sensor is properly connected or
damaged.

Suction
temperature not

displayed or
displaying 0

Check whether the temperature sensor is shorted or damaged.

Communication
fault

Check whether the communication cable is damaged.

Check whether slaves are connected to the power supply.

Compressor
operation failure

Check whether the power supply is on (power supply is off).

Check whether the plastic shell circuit breaker works (current
overload).

The startup switch fails.

The power supply fuse of the control circuit is burnt.

The part of linkage control fails to run.

High and low pressure switches work.

Unit stop soon
after startup

High pressure switch works.

The unit stops due to a fault alarm.

Compressor
operation failure,

with sound
generated

Check whether the wiring is correct.

Check whether the power supply voltage is low.

Check whether the compressor is damaged.

Abnormal noise or
vibration of
compressor

Check whether the opening of the electronic expansion valve is too
large and there is a large quantity of liquid entering the compressor.

Check whether the compressor is damaged.

Compressor load
increase/decrease

failure

Check whether output of the electric control board is normal.

Check whether the solenoid valve is damaged.

Cause Cause and solution

Compressor load
increase/decrease

Check whether the oil path is blocked by dirt.
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failure

Low oil level

Check whether the system leaks.

Check whether the opening degree of the electronic expansion valve
is too small.

Check whether the unit is started frequently.

Discharge
pressure is too low

(Cooling
condition)

Ambient temperature is too low.

Check whether the superheat degree of the electronic expansion
valve is large.

Check whether the system refrigerant leaks.

Suction pressure is too low.

Discharge
pressure is too

high
(Cooling

condition)

Check whether the ambient temperature is too high.

Check whether the fan rotates correctly.

Check whether the fin heat exchanger is plugged by dirt, and whether
the fan motor or blade is blocked.

Check whether there is excessive refrigerant.

Check whether non-condensable gases enter into the system.

Check whether the discharge pressure sensor is consistent with the
test value of the high pressure meter.

High suction
pressure (cooling

condition)

Check whether the water temperature is too high and whether the
water flow is too large.

Check whether the superheat degree of the expansion valve is small.

Suction pressure
is too low
(Cooling

condition)

Check whether the water temperature is too low and whether the
water flow is sufficient.

Chilled water filter is blocked.

Dry filter is blocked.

Check whether the refrigerant is sufficient.

Compressor
overheat

Check whether the oil-cooled solenoid valve works properly.

Check whether the liquid injection valve works normally.

The bearings of the compressor are not well lubricated; Check the
compressor's oil level from the oil sight glass of the compressor.

The pressure on the high-pressure side is too high.

The vaporizing temperature of the refrigerant on the low pressure side
is too high.

NFB open loop

Check whether the circuit is shorted.

Check whether the circuit is grounded.

The compressor motor fails.
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8 Repair and Maintenance
Routine Maintenance

Item Frequency Standard (procedure) Remarks

General

Noise Always
Listen whether there is
any abnormal sound

Observe the
unit at 1 m
away from the
middle of the
unit

Vibration Always
Check whether the unit
pipes and components
vibrate violently

Power voltage Always Within rated voltage ±10%

Appearance

Clean Always Always clean

Rust Always
Remove rust with an iron
brush, and apply anti-rust
paint

Stability Always Tighten the screws.

The insulating
material falls

off
Always Paste it

Water leakage Once a month
Check whether the
drainage pipe is blocked

Compressor

Noise Always

There is no abnormal
sound when the unit is
started, running or
stopped

Insulation
resistance

Once a year
The reading is above 5
MΩ when testing with a
DV 500 V megger.

Anti-seismic
rubber is aged

Once a year
The rubber should be
elastic

Medium-term
inspection

Once/3000
hours

Pay attention to the noise,
vibration and oil level

Medium-term
inspection

Once/6000
hours

Check the actions of the
safety and protection
devices

Air-side heat
exchanger

Fan Always
The air flow is normal. The
high pressure is within the
normal range.

Cleanliness Once a month
The windage is normal.
The high pressure is
within the normal range.
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Shell-and-tube
heat

exchanger

Water flow at
user side

Always
Within the benchmark
±20%

Temperature Always Within the benchmark

Antifreeze fluid
concentration

Once a month
Above the required
concentration

Water quality Once a month Within the benchmark

Refer to the
Water Quality
Standard
Table

Cleanliness Always
The refrigeration low
pressure is within the
benchmark

Drain Always

Drain the water in the
shell-and-tube heat
exchanger if the unit is not
to be used for a long time

Drain the
water in the
pipeline as
well

High pressure
switch

Action Once a month
Check the action
thresholds of all the
protection devices

Check
whether the
contact
mechanisms
are normal

Check valve Action Once a month
Check whether the check
valve works smoothly

Item Frequency Standard (procedure) Remarks

Control
of electric
appliance

Insulation
resistance

Once a month
The reading is above 1 MΩ
when testing with a DC 500
V megger.

Contact of
conductors

Once a month
Wire insulation should be
intact and in good contact

Cooling
system

Refrigerant
leakage

Once a month

Use a leak detector to detect
whether there is a refrigerant
leak
in the unit and the pipe joint.
Drain water from the
shell-and-tube heat
exchanger and check for
leaks at the water inlet and
outlet.

Use electronic
leak detector
or blowtorch
leak detector
or soap water
to check it.
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Appendix
Maintenance (Service) Record Sheet

No. Fault Description
Troubleshooting

Measures
Result Recorder Date

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

Note: The user needs to carefully fill in this form and properly keep it.
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Environmental Protection Description

 This product complies with the environmental protection requirements of the
Measures for the Administration of the Restricted Use of the Hazardous Substances
Contained in Electrical and Electronic Products.

 Environmental protection service life: In the environmental protection service life, the
user's normal use of this product will not cause serious pollution to the environment or
cause serious damages to persons and properties. The service life is specified by
TICA. The environmental protection service life is not equivalent to the service life of
safe use.

 Recycling: When this product is not needed or its service life ends, recycle it
according to the related national regulations on recycling of waste electrical and
electronic products. Do not discard it at will.

 Names and content of hazardous substances in products

Part Name

Hazardous Substance

Plumbum
(Pb)

Mercury
(Hg)

Cadmium
(Cd)

Hexavalent
chromium

(Cr6+)

Polybrominated
biphenyl (PBB)

Polybrominated
diphenyl ether

(PBDE)

Right angle
air discharge
valve

× ○ ○ ○ ○ ○

Right angle
check valve

× ○ ○ ○ ○ ○

Liquid
distribution
pipe
assembly

× ○ ○ ○ ○ ○

Temperature
sensor sleeve

× ○ ○ ○ ○ ○

Valve
connector
base (copper)

× ○ ○ ○ ○ ○

Two-way
throttle

× ○ ○ ○ ○ ○

Ball valve × ○ ○ ○ ○ ○

Needle valve
assembly

× ○ ○ ○ ○ ○

4-way valve × ○ ○ ○ ○ ○

Water
pressure
difference
switch hose

× ○ ○ ○ ○ ○
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assembly

Safety valve × ○ ○ ○ ○ ○

Injection
pump
assembly

× ○ ○ ○ ○ ○

Discharge
temperature
controller

× ○ ○ ○ ○ ○

Selector
switch

× ○ ○ ○ ○ ○

Selector
switch
contact

× ○ ○ ○ ○ ○

Insulator nut × ○ × ○ ○ ○

Indicator × ○ ○ ○ ○ ○

Motor
protector

× ○ ○ ○ ○ ○

This table is prepared according to the provisions of SJ/T 11364.
Ο: It indicates that the content of this hazardous substance in all homogeneous materials
in this part is below the limit requirement defined in GB/T 26572.
×: It indicates that the content of this hazardous substance in at least one homogeneous
material in this part exceeds the limit requirement defined in GB/T 26572. Moreover,
substitution cannot be implemented at present due to technical reasons, and it will be
improved gradually along with technical progress in the future.

The number in this identification indicates that the environmental protection
service life of the product under the normal use status is 15 years. Some
parts may also have the identification of environmental protection service
life, and their environmental protection service life is subject to the number in

the identification. The product configuration may be different due to different models or
product improvements. The actual configuration of sold products should prevail.
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